STANDARDS COMMITTEE

FOR HI-LOK® PRODUCTS
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THIS AREA PROVIDED WITH A PREVAILING
TORQUE LOCKING FEATURE
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NOTES: 1. Go thread gage penetration shall be 3/4 of one revolution minimum after thread lock.
2. Dimensions apply after finish.
E Burrs from cutoff process and cutting torque-off groove allowed.
@ MATERIAL: Collar: A-286 high temperature alloy per AMS5731, AMS5734, or AMS5736.
Washer: Type 300 series stainless steel.
FINISH: HL1097-() = Collar only with silver plate per AMS2410 and cetyl alcohol lube per
Hi-Shear Spec. 305.
HL1087DU( ) = Collar only with solid film lube per AS5272, Type I.
HL1097KP() = Collar only with cadmium plate per QQ-P-416, Type Il, Class 2, color
violet to purple, and cetyl alcohol lube per Hi-Shear Spec. 305.
HL1097TF() = Collar only with solid film lube per Hi-Shear Spec. 292.
Hi-Shear Spec. 258.
HL1097V() = Collar only with solid film lube per Lubeco 2123.
HL1097VW() = Collar and washer both with Lubeco 2123 solid film lube.
@ HL1097W() = Collar finish same as HL1097-( ) and passivated washer.
SPECIFICATION: Hi-Lok Product Specification No. 345.
CODE: Dash number indicates nominal thread size in 1/32nds.
See Finish note for explanation of code letters.
EXAMPLE: HL1097-8 = 1/4-28 Hi-Lok collar with silver plate and cetyl alcohol lube.
U.S, patents 3,390,906; and foreign patents.
“Hi-Lok" and "HL" are Registered Trademarks
of Hi-Shear Corporation.
DATE BY TITLE DRAWING NUMBER
HI-LOK® COLLAR
DRAWN 6-10-83 D.P.S.
A-286 HIGH TEMPERATURE ALLOY H L1 097
APPROVED| 6-10-83 RTING 1/16" GRIP VARIATION, SHEAR APPLICATION
FOR USE ON STANDARD AND 1/64" OVERSIZE HI-LOK PINS
REVISION 1-7-98 J.Henderson

TD/HLCOL

©1998 Hi-Shear Corporation



