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TORQUE LOCKING FEATURE

] 1
] i
1 A C D X P
C DIA DA DIA Ol REF +
N Vb
t 13 - t ) &s
i i
B b ~ [~ * AY \
~ | ~ \
T
OPTIONAL CONFIGURATION X i W
HEX
L1
M
L
DASH| PIN A B C D L L1 | M P R T w X | UTS |TORQUE-OFF
NO. | NOM | THREAD DIA DIA | DIA |(REF)]|(REF) (REF) |sPHER. | MIN | HEX LBS, INCH-
DIA (REF) | (REF) RAD MIN | POUNDS
345 | 071 375 205 223 | 108
5 | 532 | 832UNJC-3B | ap | oy | 255 | 184 | 395 | 230 | So2 | 248 | o2 | 090 | D3V | pgg | 1400 15-30
.395 | .088 380 1245 252 | 112
6 | 316 | 10-32UNJF-38 | Jap | o7p | 285 | 225 | 405 | 240 | oo | 285 | 52 | 098 | D | 0ot |1.600 25-40
515 | 123 445 2310 314 | 116
8 14 | 1/4-28UNJF-38 | ‘goc | 173 | 365 | 288 | 475 | 280 | o7 | 385 | o0 | 098 | S0 | “poc | 3,000 60-90
660 | 160 510 1385 378 | 118
10 | 516 |516-24UNJF-3B | ‘o | 1go | 450 | 348 | 555 | 325 | oo | 430 | 2 | 415 | Ses ) po0 | 5.000|  110-160
790 | .180 .590 445 440 | 120
12 | 3/8 | 3B-24UNJF-3B | o0 | i7q | 525 | 413 | 625 | 365 | 270 | 500 | o2 | 180 | Ton | qgo | 7000 | 160-240
893 | 237 640 505 503 | 124
14| 716 [TM6-20UNJF-3B | "o | o7 | 805 | A78 | 705 | 445 | (o0 | 573 | ol | 142 | il | 0 | 9500 | 220-320
1.005 | .265 675 565 565 | 126
16 | 12 | 1/2:20UNJF-3B | o0 | ool | 690 | 540 | 765 | 485 | ool | 843 | oo | 165 | oo | Tine |12,500) 340440
1185 .270 800 715 690 | 130
18 | 9/16 [9M6-1BUNJF-3B | oo | e | 807 | 605 | 885 | 515 | o0 | 788 | oo | 185 | oo | Tii0 |14.500] 450550
1.375 | .315 870 760 753 | .753
20 | 5/8 | 5/8-1BUNJF-3B | e | oo | 872 | 668 | 940 | 560 | ‘oo | 860 | oon | 200 | pod | oo 18,000] 575675
NOTES: 1. Go thread gage penetration shall be 3/4 of one revolution minimum after thread lock.
2, Dimensions apply after finish. 70
[3]Bunrs from cutoff process and cutting torque-off groove allowed. 1
4. For use on sloped surfaces up to 7° maximum on Hi-Lite ST Pins.
MATERIAL: Coltlar -~ 7050 aluminum alloy per AMS4340 or 7075 aluminum alloy per AMS-QQ-A-225/9. @ -—R

Washer - 17-4PH stainless steel per AMS5643, or 17-7PH per AMS5528, or PH15-7Mo per AMS5520.

HEAT TREAT: Collar - Age to T73 condition per AMS2770. ®
Washer - Age to H1025 condition for 17-4PH, age to TH1050 condition for 17-7PH and PH15-7Mo per AMS-H-6875. ®

FINISH: Collar - HST1382-()A

Washer - HST1382-( W
HST1382-( JWU

Anodize per MIL-A-8625, dye color black, and cety! alcohol lube per Hi-Shear Spec. 305.

Cadmium plate per AMS-QQ-P-416, Type II, Class 2. @
Passivate per Hi-Shear Spec. 258.

SPECIFICATION: Hi-Lite Product Specification 381.

CODE: Dash number indicates nominal thread size in 1/32nds.
Code letter "A" following dash number indicates Hi-Lite ST collar.
Code letter "W" following dash number indicates self-aligning collar.
See "Finish" note for explanation of other code letters.

EXAMPLE: HST1382-8AW = Assembly of HST1382-8A collar and HST1382-8W washer.
U.S. Patents 4,326,825; 4,485,510 and 4,957,401,
Other U.S. and foreign patents pending.
"Hi-Lite" and "HST" are registered frademarks and
"Hi-Lite ST™ " Is a trademark of Hi-Shear Corporation
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