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TORQUE LOCKING FEATURE /— ) AREa
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DIA,
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(REF, ) E]
L
TORQUE-
uTs OFF
DASH | PIN A B L, P w X LBS. | PRELOAD |INCH - LB,
NO. DIA. THREAD DiA. DIA. L (REF.) (REF.) | HEX. | (REF.) MIN. | POUNDS | (REF.)
5 NOTE: USE HST1570-6
.355 1228 435 251 1440
6 7/32 10-32UNJF-3B ‘345 ‘923 | 415 .240 -280 244 | ‘095 1,600 800 30
440 288 525 314 2700
8 9/32 1/4-28UNJF-3B 430 283 ‘505 .280 .350 ‘302 .100 3,000 | Y550 70
.535 .350 .625 377 4500
10 11/32 5/16-24UNJF-3B ‘525 ‘345 605 .325 .420 ‘365 105 5000 5500 125
) .635 413 .695 .439 6300
12 13/32 3/8-24UNJF-3B 625 ‘107 675 .365 .490 425 .105 7,000 [ 5200 180
735 L1476 775 .503 8500
14 15/32 7/16-20UNJF-3B 708 470 755 415 .557 ‘290 110 9,500 ,o05 250
.850 .538 .845 .565 11200
16 17/32 1/2-20UNJF-38 ‘840 532 ‘825 .445 .624 ‘250 110 12,500 | " ooc0 375
NOTES: 1. Go thread gage penetration shali be 3/4 of one revolution minimum.
2. Dimensions apply after finish.
3.| Burrs from cutoff process and cutting torque-off groove allowed.
These are reference torque-off values only and shall not be used for
acceptance or rejection of collars.
5. For use on 1/32 ovs titanium Hi-Lite ST pins with Hi-Kote 1 and cetyi alcohol lubricant.
MATERIAL: 7075 aluminum alloy per QQ-A-225/9.

HEAT TREAT: Age to T73 condition per MiL-H-6088.

FINISH: HST1770CY = Anodize per MIL-A-8625, dye color orange,
and cetyl alcohol lube per Hi-Shear Spec. 305.

HST1770ZB = Anodize per MIL-A-8625, dye color orange,
and cetyl alcohol lube per Hi-Shear Spec. 305, and white identification.

SPECIFICATION: Hi-Lite Product Specification No. 381, except preload as noted.
CODE: Dash number indicates nominal thread size in 1/32nds.

EXAMPLE: HST1770CY-8 = 1/4-28 Hi-Lite ST collar with dye color orange
and cetyl alcohol lube, for use on 1/32 ovs
Hi-Lite ST pins. U.S. Patents 4,326,825; 4,485,510 and 4,957,401.
Other U.S. and foreign patents pending.
"Hi-Lite" is a registered trademark and
"Hi-Lite ST™ is a trademark of Hi-Shear Corporation.
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