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THIS AREA PROVIDED WITH A PREVAILING

AS8879 TORQUE LOCKING FEATURE
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NO. | NOM THREAD DIA | DIA | DIA (REF) | (REF) | (REF) | (REF) | HEX | (REF) | (REF)| LBS. INCH-
DIA (REF) MIN POUNDS
5 |sm2 | saunscas | 20T | a20 | (TS| 43| 235 | 250 | a0 [ 250 [ 220 | 107 | 420 [2300 | 3040
6 |13 | 10-92unur3s | 507 | aa0 [ 2721 450 | 260 | 265 | 465 | 280 | 221 | 407 | 120 [2750 | 4050
8 |[1764 | 1azeunuF-3B | 402 | as0 | 278 | 30 | 300 | 315 | ses [ 350 | 34| 112 | 425 |s000 | 105130
10 | 2164 |sne-24uNuF-38 | 5,0 | 550 | S | o0 | 570 | 385 | ess | 420 | 77| 122 | 135 [s300| 200250
628 403 | 740 439
12 | 25/64 | 3/8-24UNJF-3B | “oo, | 660 | “ag7 | pp | 410 | 426 | 755 | 480 | “,o0 | 122 | 135 [12,700{  360-420
14 | 20564 | 71620uNuF-38 | 735 | 775 | 480 | 530 | 60 | 575 | o35 | s73 | 0% | 137 | 50 [19.000| 525675
16 | 364 | 1220unur-am | o0 | ees | 25 | 1020| e10 | 625 | 1025 | 643 | 20| 137 | 10 [25500) 7251000
NOTES: 1. Go thread gage penetration shall be 3/4 of one revolution minimum after thread lock.
2. Dimensions apply after finish.
[3] Burrs from cutoff process and cutting torque-off groove allowed.
HL1087ATW is available in sizes -5, -6, -8, -10, and -12 only.
Due to .020" aluminum washer thickness, caution should be taken when
HL1087ATW is used in max stack-up condition. (&)
MATERIAL: Collar - 830430 (302HQ) stainless steel per ASTM A493, Type XM-7, or
302 or 305 stainless steel per AMS-QQ-S-763 and AMS5686, or
303Se series stainless steel per ASTM A582 (AMS5640).
Washer - 300 series stainless steel (.010 thick).
2024-T6 aluminum alloy (.020 thick) per AMS-QQ-A-250/4 or AMS-QQ-A-250/5 (sizes -5 through -12 only).
FINISH: HL1087A-() = Collar only with cadmium plate per AMS-QQ-P-416, Type I1, Class 2, color blue, and
cetyl alcohol lube per Hi-Shear Spec. 305.
HL1087APBW( ) = Collar with cadmium plate per AMS-QQ-P-416, Type 1, Class 2, color blue, and cetyl alcohol
lube per Hi-Shear Spec. 305. Steel washer with cadmium plate per AMS-QQ-P-416, Type I,
Class 2, and no lube.
[4] HL1087ATW() = Collar with cadmium plate per AMS-QQ-P-416, Type I, Class 2, color blue, and cety! alcohol
lube per Hi-Shear Spec. 305. Aluminum washer anodize per MIL-A-8625, dye color blue
(sizes -5 through -12 only).
SPECIFICATION: Hi-Lok Product Specification 345.
CODE: Dash number indicates nominal thread size in 1/32nds.
See finish note for explanation of code letters.
EXAMPLE: HL1087A-8 = 1/4-28 Hi-Lok collar with blue cadmium plate.
"Hi-Lok" and "HL" are internationally
registered trademarks of Hi-Shear Corporation
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1/16" GRIP VARIATION, SPECIAL TENSION APPLICATION
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